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Cable specification
1. X255 . (Cable type) GYFTY-2B1.3 +2X4mm?

2. 445 (Fiber optic cable structure drawing)

Fe4i45 ¥R ~F (Dimensions of cable constructions)

: PE 32

PE outer sheath

2. RV ssmek
The RV power cord
3: PBT #ms
PBT, pine casing
4. HE
Optical fiber
5: FRP Zo3:m™
FRP reinforcement
b: PP LT
PP filled rope
7. BRI
Water-blocking tape
3.54K85% (The conductor unit)
AR FHEE
Conductor size 4.0MMm* Number of conductors 2
3t N5y @Mz
Insulation thickness| 0.8mm | Insulation outside diameter 4.5mm
B 5E B P4 e
rated voltage 450v/750v Cable diameter 14.0£0.2mm
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4, Y%t #E (Cable performance)

Min. bending radius

H Z¥ (Parameters)
(ltem)

7N = = # ¥ Material PBT

Loose tube B £ Color 43 Full color spectrum

H 7 % #* ¥l Material | PP

Filler

oo B # ¥ Material | FRP

Center stiffener

4h A £ | K Material | Bz PE
Outer jacket B & Color =t Black
m N T O % B | #F & Static 12.5 f&454% 12.5times cable diameter

35 & Dynamic

25 54545 25 times cable diameter

. i % Hi Short term | 3000N
Tensile performance
JE i _
. %L 3 Shortterm | 1400N/100mm
flattening
5: %45 (Optical fiber parameters)
TH (tem) $1’¥ Z# Specification
Unit G. 652
1 , . 1310nm um 9.2+04
WER
117 E 4% Mode field diameter 1550nm m 104208
f1)Z2 E 1% Cladding diameter pm 125.0 + 1
2 A EE Cladding non-circularity % <1.0
O ZEFLERZ Corelcladding concentricity error {m <0.5
U2 E 1% Coating diameter um 242 + 7
210 )5 5] 0 Bl 2 Coating/cladding concentricity {m <12
error
Y4 L K Cable cut-off wavelength nm <1260
ik 250 Attenuation Coefficient 1310nm di/k <0.36
1550nm dB/k <0.22
m
5k 197158 Proof stress level kpsi >100
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5. ®iEMHEE (Environmental performance)

L/ gE| a3 S

project standard parameter

TARIRE

Working temperature IEC 60794-1 -40° C-75° C
-2 F1

Rm 604 Bldg 9th Yinxingyuan South Rd Nanshan District 518054 Shenzhen China
Wechat &Whatsapp : 0086-13480892975 Tel/Fax : 0086-755-23036652 Mail: info@hicorpwell.com




ERYINTH Hr = AR5 A R 24 #

Shenzhen Hicorpwell Technology Co., Ltd

7. A& (Drum)
HE A3 Bk HE IR
diameter width long weight Packaging
materials
100 (cm) 70(cm) 2000(m) 400(kg) plywood
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